ELECTRIC CHAIN HOIST ( NLXN)

Yiikleme araligi FEM 2m/ 1SO M5' e tekabiil ettigi icin genis bir uygulama alani sagjlamakta.

Yiiksek hiz ile minimum hiz arahigi ayarlanabilir olusu itibar ile kesin ve detayl bir yiikleme imkani sunmakta.

48 Volt ile calismasi sonucu giivenli bir kullanim saglamakta.

Dayanikli aliminyumdan iiretilmis olan zincir ¢cantas1 ¢ok sik kullanimlara uygun olarak tasarlanip imal edilmistir.
Standart asmali iiriinlerimiz diiz, algak tavan ceraskali, yiiriitmeli arabali ve algak yiiriitme arabali iiriinlerimiz bulunmakta.

e Load spectrum conforms to FEM 2m/ ISO M5 covering a wide range of applications.

* Speed ratio of 4:1 clearly delineates between high speed and low speed, providing the precise load spotting capacities
required in many applications.

* 48V control voltage for operator safety.

» The rugged aluminum alloy casting is engineered to withstand the rigors of repeated lifting cycles.

» Standard suspensions include Plain Trolley (PT), Low headroom Plain Trolley (LPT), Geared Trolley (GT), Low headroom
Geared Trolley (LGT) and motorized Trolley.

Sample Applications

g :
Istenilen uzunlukta zincir temin edilebilmektedir.
Kod No  Model Galisma Kaldirma DWG Boyutlar Yiik Kaldirma Hizi ve Yiiriitme Hizi ve E.D Donam/ Net Agirlik/
Code No Yiik  Yiiksekligi No Dimensions Zinciri Motor Giicii / Hoisting Motor Giicii/ Travelling  QOrami  Load  Briit Agirhk/
Limiti  Lifting (mm) Load Speed and Motor Power ~ Speed and Motor Power 9% Chain ~ N.W/G. W
WLL  Height Chain 50Hz 50Hz Fall No (kg)
g Cap x i¢ Cift Hiz/ Motor Giicii/ Cift Hizz  Motor Giicii/
(kg) (m) A B 0 D E F G H  uzunluk Dual Spd. Motor Power Dual Spd.  Motor Power
Dia x pitch m/ dk kw m/dk fw

71301251 NLXN-251 250 3 1380 175 205 135 299 143 156 376 ¢40x120 12/2.7 0.6/0.15 2005 012003 4020 1 30/42
71301502 NLXN-302 500 3 2 380 175 206 135 299 143 156 453 ¢40x120 613 2/8P 2005 28P 4020 2 32/ 44
71301501 NLXN-01 500 3 1 468 221 247 156 366 186 180 485 @6.3d191 1025 1.1/0.28 2005 018004 4020 1 42/57
71311002  NLXN-1002 1000 3 2 468 221 247 156 366 186 180 531 63191 51.25 2/8P 2005 2P 4020 2 45/60
71311001  NLXN-1001 1000 3 1 488 240 248 170 398 188 210 520 @7.1x202 82 1.5/0.37 2/ 037009 4020 1 51177

71312002  NLXN-2002 2000 3 2 488 240 248 170 398 188 210 592 ¢7.1x202 4/ 2/8P 2005 2P 4020 2 62/ 82





